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ZERO 88 CONSOLES AND WYSIWYG NOTES – ISSUE 1 

 

1. Requirements 

· A current (Release 21 or greater) installation of WYSIWYG Perform. 

· The Zero 88 consoles file (provided on the Cast website). 

· The Zero 88 WYSIWYG Driver (provided on the Zero 88 website, or on the CD with the desk). 

· An Ethernet connection to your Zero 88 console. 

 

2. Installation 

· First install WYSIWYG, following the standard procedure. 

· Then copy the Zero 88 consoles file (Zero88 Consoles.CFB) into the “C:\Program 
Files\WYSIWYG\Library” folder (or the folder where your WYSIWYG library is stored). 

· Run the Zero 88 WYSIWYG Driver installation tool. 

· Once the driver is installed, run the tool. 

· Select the network interface you wish to connect WYSIWYG with (the IP address is shown). 

· Choose OK. 

 

 

 

3. Usage 

· Start WYSIWYG and load your show file. 

· Patch your fixtures to Universes in WYSIWYG. 

· In the LIVE tab, select LIVE, Device Manager. 
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· In Device Manager, select New and locate the Zero 88 console you are connecting to. 

 

 

 

· Select the console and click Properties, then enter the IP address of the desk in the Address 
field.  Select each Port on the desk and bind these to a Universe on WYSIWYG. 

NOTE -   Please ensure that fixtures are patched to  DMX universes that you created 
yourself, and not to the EDMX universe.  Naturally,  the patch in WYSIWYG must match 
the console patch. 

 

 

 

· In the Device Manager, click CONNECT and the console should connect.  You can now use 
WYSIWYG to visualise your show.  When you have finished using it, click DISCONNECT in 
the Device Manager. 

 

 

 

 

 

 

 

For news, views and the latest 
software visit the Zero 88 

Support Forum at: 

support.zero88.com 

Zero 88 
Usk House 

Llantarnam Park 
Cwmbran 

Gwent NP44 3HD 

Tel:  +44 (0)1633 838088 
Fax: +44 (0)1633 867880 
email: sales@zero88.com 
Web:  www.zero88.com 

 


